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Product Description 

The ISS 25L Integrated Sterilizer & Shredder (hereafter ISS 25L) 
is a steam sterilizer with an integrated shredder, intended for 
treatment of biological hazardous wastein small clinics, medical 
and dialysis centers and hospital departments. 

The ISS 25L performs both shredding and waste steam 
sterilization in a single vessel. The vessel is fitted with a motor-
driven shaft, with powerful shredding/crushing blades which can 
rotate in two directions inside the vessel to reduce the size and 
volume of the waste.  

ISS 25L includes the following features: 

 25-liter capacity sterilization chamber

 Built -in steam generator

 Automatic electrical screw type door locking and door opening
mechanism

 Drain box for evacuation of sterilized liquids

 All the gases from the contaminated chamber (before
sterilization) will be evacuated via 0.01 micron bio filter

 2 temperature sensors, one in the bio filter and one in the
chamber

Application 

Celitron’s compact medical hazardous waste solution, the 
Integrated Sterilizer & Shredder, is a steam sterilizer with an 
integrated shredder, designed for on-site conversion of 
biohazardous waste in hospitals and clinics, complying the EU and 
WHO recommendations. 

Dimensions 

Chamber inner dia. x depth: 260 x 482 mm 
Chamber volume, brut.:  25 liters.  
External W x H x D:  1070 x 1025 x 725 mm 

Configuration and Options 

Model  Heating Doors 
ISS 25L   Electric, 380-400V, AC Single 

Available Accessories: 

Standard: 

 Steam generator (6 kW) 
 RS 232 communication port 
 Integrated impact printer 
 Reverse-Osmosis system (100 GPD) 
 Waste suction system 
 SD card slot with 2 GB SD card & reader 

Optional: 

 HMI PC software  
 Air compressor 
 Waste bin (120L) 

Languages 

The operator panel is set up with following standard languages 
(maximum 8 languages per unit), more available upon request: 
□ English □ Russian □ Spanish □ French
□ Arabic □ Portuguese     □ Indonesia     □ Finnish

Standards 

ISS 25L complies with following standards and codes: 

 Machinery Directive‐ 2006/42/EC;

 Pressure Equipment Directive‐ PED 97/23/EC;

 2006/95/EC Low Voltage Equipment Directive;

 EMC Directive 2004/108/EC Article 7 (1)

 RoHS II Directive 2011/65/EU

 EN 61010-1:2010 + IEC 61010-1:2010 + Corrl:2011
Safety of machinery- Electrical equipment of
machines- General requirements.

 EN 61326:-1:2013 Electrical equipment for
measurement, control and laboratory use - EMC
requirements - Part 1: General requirements.

 EN 61000-4-2:2009 Electromagnetic compatibility
(EMC). Testing and measurement techniques.
Electrostatic discharge immunity test

 The CE mark was first applied in: 2014.

The company's quality management system meets the following 

quality standards:  

 ISO 9001 – Quality Management System –

Requirements.

 ISO 13485 – Quality systems – Medical devices –

Particular requirements for the application of ISO 9001
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Standard features 

 MICROPROCESSOR CONTROLLED - The control system of

the sterilizer is based on state of the art microcomputer

technology, ensuring a highly reliable and safe operation. The

computerized control unit ensures a fully automatic operation

through the entire cycle; hence after setting the pre-selected

data and starting the operation, no further intervention is

necessary. The selected program, the main phases of the

cycle and the status of the machine are controlled and 

displayed on digital readouts.

 DESIGN AND CONSTRUCTION - The ISS meets the highest

standards requirements for quality, safety and operation.

Stainless steel pressure vessels 316L conforms to the

Pressure Equipment Directive (PED). The chamber and door

are designed for a maximum working pressure of 2.76 bar and

full vacuum.

 CHAMBER - The device is constructed of durable stainless

steel 316L and is pre-heated by electrical silicone heaters. All

metal parts in the inner surfaces are made of stainless steel.

The chamber is constructed with an internal sprinkler for the 

automatic cleaning process.

 DOOR - The sterilizer's chamber is equipped with one door,

provided with an automatic screw type locking mechanism,

activated by electric motor, preventing the opening of the door

by a safety lock. The door is equipped with special gas

springs in order to help the opening.

 BLADES - The vessel is

equipped with a multipurpose

shredder/crusher blade on

the bottom, to ensure use of

the full volume of the vessel.

It is regulated by an electric

motor which drives the knife

shaft through a tooth belt.

The patented shaft connects

the knife to the motor

through the sealed bearing house. The 4 kW motor is 
sufficient to rotate the shaft with an RPM of 400-1700 for 
various operations. The blades are mounted on the shaft and 
are designed to shred waste such as dialyzers, catheters, 
vials, papers, cloth, plastic, glass, etc. The blade is made of 

high carbon steel with hardened cutting edges.

 GASKET - The sealing of the chamber is made by utilizing a 

heat-resistant silicone rubber gasket.

 ENERGY SAVING MODE - The ISS is equipped with an

Energy Saving Mode which is activated when the unit is not

used after a certain period of time. This mode saves energy

and ensures safety of operation and is thus environmental

friendly.

 CONTROL SYSTEM - A microprocessor based control

system, state of the art “Freescale” technology,

automatically controls all programs including the sterilization

cycle. The system includes a 5.7” digital touch-screen

graphic display, communication, self and remote diagnosis

and PC connection for external documentation and printing.

It ensures a reliable, safe and user-friendly operation. The

displayed information is available for users in a variety of

languages. During the sterilization cycle the control system

measures, controls and shows in digital display: the time,

chamber temperature, chamber pressure and sterilization

status. While the power is off, the non-volatile memory

keeps the status of the sterilizer, and the real-time clock,

driven by its own back-up battery, keeps running the date

and time.

 OPERATION – Operatin is simple: Load the waste into the 

chamber, close the door and press the start button. The

cycle will run automatically. At the end of the cycle the 

automatically open by pressing a button and the treated 

waste can be unloaded with the suction system and

disposed as municipal waste.

 ALARMS - Depending on the state of the input and of the 

installed accessories, the controller is capable of displaying

and/or printing several alarms, including:

􀁑 Door Unlock 􀁑 Temperature/ Pressure Error 􀁑 Low/High 
Temperature 􀁑 Low/High Pressure and more. 

 CYCLE DOCUMENTATION - For a

clear and concise documentation of

processes, the control unit is

provided with a 24 character per

line printer, connected to the

processing unit. This releases a

hard copy printing of the relevant

information regarding operation

during the cycle, such as

temperature, pressure, sterilization and number of cycles,

etc. In case of an uncompleted cycle, the print-out indicates

the cycle failure and the cause of the failure.

 STEAM GENERATOR - The steam generation takes place

in a vessel which is completely separated from the

sterilization chamber (i.e. no heating elements inside the

chamber itself). The steam generator (6 kW) is built-in into 

the housing and automatically controlled by the electronic

system. The steam capacity is 8.5 kg/h.
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Options and Accessories 

STANDARD 

 REVERSE-OSMOSIS (water softener)

A Reverse-Osmosis system shall be 
used to improve the quality of the water 
used to generate steam in the electric 
steam generator. The use of mineral-free 
water will contribute to better 
performance and longer life of the 
autoclave’s chamber. The water 
purification system uses a high quality 
booster pump which can provide 6.8 bar 
water pressure to pass through the 
membrane even under low water 
pressure area. The booster pump 
prevents damage, prolongs the life of the membrane and improves 
the TDS rejection of 26.4 or 52.8 liter per day. It is capable of 
removing over 96% of total dissolved solids +99% of all organics 
+99% of all bacteria. 

 DATA COLLECTION

Sterilization cycles’ data can be collected 
online on a SD card through an SD card 
slot, and can be downloaded into a 
computer equipped with proprietary PC 
software. 2 GB SD card collects up to 40 
years logging data, including: the selected 
cycle, start time, cycle stages, 
temperature/pressure, end time, cycle 
graph, cycle status (pass/ fail), etc. All 
collected data can be printed via PC. 

 WASTE SUCTION SYSTEM

Compact waste suction system for 
unloading the treated waste. This 
waste removal system comes with a 
2.8 kW vaccum blower motor, a 
flexible suction hose with stainless 
steel head and main switch with 
overload protection.  
It is compatible with a standard 

120L waste bin (waste bin included). 

OPTIONAL 

 MONITORING AND

DOCUMENTATION SOFTWARE

(HMI SOFTWARE)

Powerful PC Windows based software is 
available for monitoring, logging, control 
and service. 

 AIR COMPRESSOR (LOCAL PURCHASE)

The silent piston compressors are the 
outcome of recent technological research 
and design. The Compact model features 
a special soundproofing system made 
up of a metal soundproof panel, 
painted with epoxy paint, which guarantees 
remarkably low noise levels plus the total 
elimination of vibrations. 
(Acoustic pressure < 70 dB). 
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Cycle description 

ISS 25L offers 3 sterilization cycles, 1 test cycle and 1 cleaning 
cycle. 
The recommended load volume is minimum the half of the 
chamber’s useful volume in order to reach optimized shredding 
result. 

1. Waste Sterilization

 Sterilization temperature: 
134ºC (273ºF), –0°C 
+3°C,  
(–0°F +5.4°F) 

 Sterilization time: 7 
minutes. 

 Exhaust: 1 minute. 
 Average cycle time: 15-

20 minutes. 

Cycle Sequence 

- Loading the waste: Waste is loaded into the chamber. After 

closing the door the waste cycle can be started with pressing 

a button. 

- Air removal stage: The air is being removed from the 

chamber through the biohazard filter. 

- Heating stage: Steam is introduced into the chamber until the 

sterilization temperature is reached (134°C and pressure of 

312kPa).  

Shredding:  
The shredder starts working during the heating stage in 
different speeds, as required and continues working until the 
end of the cycle. 

- Sterilization stage: The unit starts sterilizing at 134°C, 

312 kPa for at least 7 minutes (can be extended in case of 

need). 

- Exhaust stage: The shredder starts working in low speed. 

Cold water is injected to the chamber and the top exhaust 

valve opens to reduce the pressure down to 180 kPa. When 

pressure is lower than 180 kPa, the fast exhaust valve opens. 

- Drain: Liquids and steam are rapidly exhausted from the 

chamber to the drain box, until pressure equalizes 

atmospheric pressure. The shredder’s blades are working. 

- Drying stage: Drying is done by using compressed air. 

- Unloading: The end of 

the cycle the door 

automatically open by 

pressing only one button 

and the waste can be 

easily removed by the 

waste suction system 

directly into the municipal 

waste bin. The treated waste is rendered, fragmented, non-

toxic and safe to be disposed as regular municipal waste. 

2. Textiles no cut cycle

This cycle is especially for textile waste load without shredding. 

 Sterilization temperature: 134ºC (273ºF), –0°C +3°C, 
(–0°F +5.4°F) 

 Sterilization time: 7 minutes. 
 Exhaust: 1 minute. 
 Average cycle time: 15-20 minutes. 

3. Special Waste Cycle

Special Waste Cycle parameters might differ from the original 
values in the Waste Cycle, as it can be customized by a local 
technician, according to the type of the medical waste. 

4. Glass Cycle

Glass Cycle parameters differ from the regular Waste Cycle, due 
to the reduced shredding time (30 sec.) and minimized water 
injection into the chamber. When Glass Cycle is selected, only 
glass waste is allowed to be loaded into the vessel. 

5. Dynamic test

The purpose of this test is to detect leakages under pressure. 

Operations Sequence 

 The shredder is operated to create a vortex. 
 Sterilization time: 5 minutes. 
 During periodic Maintenance, or if a leak has been detected 

during this test, a technician may use leak detection foam to 
detect the source of leakages during this test. 

6. Cleaning cycle

Operations Sequence 

 Water and steam are introduced into the EMPTY chamber; 
steam is introduced to the filter to clean any remaining 
residues. 

 The system holds a temperature of 60°C in the chamber for 
5 minutes, while the shredder is working in high speed. 

 Drainage of the water and residue into the drain box via the 
Fast Exhaust valve.  

 Adding Water for 30 seconds. The shredder's motor is 
stopped. 

 Pressurizing the chamber to 110 kPa with steam and 
compressed air. 

 Drainage of the water into the drain box via the Fast 
Exhaust valve. 
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RECOMMENDED WASTE SEGREGATION FOR THE ISS 25L 

It is highly recommended for hospitals and clinics, producing large amount of textiles (such as infected linens or blankets) to segregate at 
the point of generation separately from other infectious wastes. This requires responsibility of all involved employees at the hospital. The 
operator can use the dedicated Textile No Cut to treat the segregated hazardous waste. 

CONDITIONS 

 This device is for indoor use only!

 The sterilizer should be loaded only with the material as described above.

 The environment shall not exceed an ambient temperature of 40ºC and a relative humidity of 85% respectively.

 The operation altitude shall not be over 2000 meters (ambient pressure shall not be lower than 80 kPa (11.6 psi)).

REQUIRED UTILITIES 

 Electrical: 3 ph. 380-400V, 50-60Hz, 12 kW

 Water: 30 l/min. cold water, 10 mm plastic pipe connection

 Drain connection: Dia. 50 mm

 Compressed Air: 6 bar
 HVAC: Standard computer environment, 10 air exchanges/hour in room, machine connection to outside vent.

 For external accessories (R.O. system, air compressor and waste suction system) – Electrical: 1 ph. 220-230V
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Technical Data Integrated Sterilizer & Shredder ISS 25L 

External dimensions W x H x D 1070 x 1025 x 725 mm  (42.1 x 40.4 x 28.5 inch) 

Maximum height (door open) 1310 mm (51.6 inch) 

Chamber volume, brut./net, 25.3 liters (6.7 gal) / 22 liters (5.8 gal) 

Chamber shape Cylindrical 316L welded, electro polished 

Chamber dimensions, inner dia. x depth 260 x 482 mm (10.2 x 19 inch) 

Approximate weight 280 kg (617.3 lb.) 

Approximate shipping weight 320 kg (705.5 lb.) 

Shipping dimensions W x H x D 1200 x 1300 x 800 mm (47.3 x 51.2 x 31.5 inch) 

Average cycle time 15-20 minutes 

Average water consumption during the cycle 12 liters (3.2 gal) 

Average power consumption per cycle 1.7 kWh 

Max. working pressure 2.7 bar (39 psi) 

Steam source Saturated steam - 8.5 kg/h steam capacity 

Steam pressure (relative) 2.5 bar (36.3 psi) 

Compressed air pressure 6.0-8.0 bar (87.0-116.0 psi) 

Water source Filtered tap water 

Water pressure 1.0-6.0 bar (14.5-87 psi) 

Heaters power 5.8 kW 

Peak sound level 72 dB 

Max. electric power 12 kW, 3 phase, 380-400V - 32A, 50/60 Hz 

Voltage fluctuation ±10% 

Operation Electronic with microprocessor 

Controls Digital 

Display LCD color display, capacitive touch screen 

Integrated ink printer Yes (Standard) 

Connection to PC RS232 (Standard) 

Unloading accessories Waste suction system 

Maximum solid load up to 4 kg (8.8 lb.) 

Maximum textile load for waste cycle 20% of the total load 

Maximum textile load for textile no cut cycle ~ 1.2 kg (2.6 lb) 

Minimum recommended load volume half of the chamber’s useful volume 

Number of sterilization cycles 
4 cycles - 1 waste cycle, 1 textiles no cut cycle, 1 special waste cycle, 1 glass 
cycle 

Number of cleaning and test cycles 2 cycles - 1 dynamic test cycle and 1 cleaning cycle 

Sterilization temperature 135°C 
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Technical Data Integrated Sterilizer & Shredder ISS 25L 

Air removal Air exchange by steam 

Drying system Compressed air 

Suggested cycle time (minutes) 
Total time: Sterilization waste, textiles no cut, special waste and glass cycles 15-
20 min, Cleaning cycle 10 min 

Stand-by Yes 

Automatic switch-off protections (night cycle) Yes 

Type of closure Stainless steel/Glass 

Automatic water filling Standard 

Automatic water draining Standard 

Manual water filling and draining No 

Door locking device Fully automatic door locking device with electrical system 
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External Dimensions 




